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Options

Part # Leg Diameter Weight

1500 1-1/2" Dia. 7 lbs.

2000 2" Dia. 6 lbs.

3000 3" Dia. 8 lbs.

4000

6000

4" Dia.

6" Dia.

9 lbs.

19 lbs.

ROUND STRAIGHT LEG
Spec Sheet

Specifications
1-1/2", and 2" Tubing 14 gage wall
3", 4" , and 6" Tubing 16 gage wall

1-1/2", 2", 3", and 4" tubes use 6" x 6" x .125" Steel
6" tubes use 8" x 8" x .187" Steel
Requires (4-8) #12-14 screws (not supplied)

2" tubes have a 1/4-20 x 1-3/4" long shank
1-1/2", 3", 4", and 6" tubes have a 3/8-16 x 3/4″ long shank.

Welded for maximum strength and stability
Column:

Mounting Plate:

Base Height: 27-3/4″
Adjustable Leveler: 

Finish: Powder coat finish as standard, 12 available colors

Unfinished/Raw
Polished or Satin Chrome
Special Heights:

Shorter and taller heights available
Bar Height, add prefix "B" to part #

Locking Hard Wheel Caster: add prefix
“C” to part #:

1.5" Leg, 2" caster
2" Leg, 2-3/8" caster
3" Leg, 3" caster
4" Leg, 4" caster
6" Leg, N/A

Self-Leveling Glide:
Add prefix “K” to part #
Self-Leveling glides do add approx.
3/4″ to base height

Adjustable Spring Clip: available only on
part 2000

Height range 24-3/4″ – 33-3/4″: add
prefix “AH” to part #
Height range 27-3/4″ – 40-3/4″: add
prefix “AHB” to part #

Folding: available only on part 2000
Folding Mechanism: add prefix
"F" to part #

Maximum top size is 36" x
60" or 48" x 48"

Heavy Duty Folding Mechanism:
add prefix "HDF" to part #

For tops that are larger than
36" x 60", 48" x 48" or
heavy-duty application on
smaller tables.


